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Insulated terminals 
 
Features: 

heat resistant 
cold resistant 
Exceptional insulation performance. 

 
Insulation: 

Vinyl (PVC 75° C) 
Nylon (PA 105° C) 
Poly-Carbonate (PC 150° C) 

 
Standard execution: 
 
 
 
Copper sleeve: 

D type sleeve (Straight copper sleeve tin plated) 
 
 
 

C type sleeve (Easy entry copper sleeve tin plated) 
 
 
 
 

RoHS  

COMPLIANT 
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Part nr. explanation for Insulated terminals 

Type qualification 

B Standard 

E Easy entry 

Type indication 

DF Disconnect Female 

DM Disconnect Male 

Insulation execution 

F Flared 

L Fully insulated 

Wire size mm² 

1.25 0,5 - 1,5 mm² 

2 1,5 - 2,5 mm² 

5.5 4 - 6 mm² 

Tab size 

110 2,8 x 0,5/0,8 

187 4,8 x 0,5/0,8 

250 6,3 x 0,8 

Insulation type 

V Vinyl (PVC) 

N Nylon 

Copper sleeve 

D With Copper sleeve 

No indication = Without 

B F V D D M  2-250 

Tab size 

Wire Size mm² 

Type indication 

Copper sleeve 

Insulation type 

Insulation execution 

Type qualification  

Example: 
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PVC Insulated Ring Terminals 
Standard  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

10,0 4,1 1,7 1000 

BFV 1.25-2 2,2 6,6 19,6 6,3 

BFV 1.25-3 3,2 5,5 16,7 4,0 

BFV 1.25-3.5S 3,7 5,5 16,7 4,0 

BFV 1.25-3.5M 3,7 6,6 19,6 6,3 

BFV 1.25-3.5L 3,7 8,0 21,0 7,0 

BFV 1.25-4 4,3 6,6 19,6 6,3 

BFV 1.25-4L 4,3 8,0 21,0 7,0 

BFV 1.25-5 5,3 8,0 21,0 7,0 

BFV 1.25-6 6,5 11,6 26,8 11,1 

BFV 1.25-8 8,4 11,6 26,8 11,1 

BFV 1.25-10 10,5 13,6 30,7 13,9 

BFV 1.25-12 13,0 19,2 35,6 16,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-2 2,2 6,4 17,5 4,3 

10,0 4,5 2,3 1000 

BFV 2-S3.3 3,2 6,4 17,5 4,3 

BFV 2-S3S 3,7 6,4 17,5 4,3 

BFV 2-S3 3,7 6,6 19,5 6,3 

BFV 2-S3L 3,7 8,5 22,0 7,8 

BFV 2-4S 4,3 6,6 19,5 6,3 

BFV 2-4 4,3 8,5 22,0 7,8 

BFV 2-5S 5,3 8,5 22,0 7,8 

BFV 2-5 5,3 9,5 22,0 7,3 

BFV 2-6 6,5 12,0 27,0 11,0 

BFV 2-8 8,4 12,0 27,0 11,0 

BFV 2-10 10,5 13,6 30,7 13,9 

BFV 2-12 13,0 19,2 35,6 16,0 

BFV 5.5-S3.3 3,2 7,2 22,0 5,9 

12,5 6,5 3,4 1000 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3S 3,7 7,2 22,0 5,9 

BFV 5.5-3 3,7 9,5 25,5 8,3 

BFV 5.5-S4 4,3 7,2 22,0 5,9 

BFV 5.5-4 4,3 9,5 25,5 8,3 

BFV 5.5-5 5,3 9,5 25,5 8,3 

BFV 5.5-6 6,5 12,0 29,0 10,5 

BFV 5.5-8 8,4 15,0 33,7 13,7 

BFV 5.5-10 10,5 15,0 33,7 13,7 

BFV 5.5-12 13,0 19,2 38,1 16,0 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFVD 1.25-2 2,2 6,6 19,6 6,3 

10,0 4,8 1,7 1000 

BFVD 1.25-3 3,2 5,5 16,7 4,0 

BFVD 1.25-3.5S 3,7 5,5 16,7 4,0 

BFVD 1.25-3.5M 3,7 6,6 19,6 6,3 

BFVD 1.25-3.5L 3,7 8,0 21,0 7,0 

BFVD 1.25-4 4,3 6,6 19,6 6,3 

BFVD 1.25-4L 4,3 8,0 21,0 7,0 

BFVD 1.25-5 5,3 8,0 21,0 7,0 

BFVD 1.25-6 6,5 11,6 26,8 11,1 

BFVD 1.25-8 8,4 11,6 26,8 11,1 

BFVD 1.25-10 10,5 13,6 30,7 13,9 

BFVD 1.25-12 13,0 19,2 35,6 16,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFVD 2-2 2,2 6,4 17,5 4,3 

10,0 5,6 2,3 1000 

BFVD 2-S3.3 3,2 6,4 17,5 4,3 

BFVD 2-S3S 3,7 6,4 17,5 4,3 

BFVD 2-S3 3,7 6,6 19,5 6,3 

BFVD 2-S3L 3,7 8,5 22,0 7,8 

BFVD 2-4S 4,3 6,6 19,5 6,3 

BFVD 2-4 4,3 8,5 22,0 7,8 

BFVD 2-5S 5,3 8,5 22,0 7,8 

BFVD 2-5 5,3 9,5 22,0 7,3 

BFVD 2-6 6,5 12,0 27,0 11,0 

BFVD 2-8 8,4 12,0 27,0 11,0 

BFVD 2-10 10,5 13,6 30,7 13,9 

BFVD 2-12 13,0 19,2 35,6 16,0 

BFVD 5.5-S3.3 3,2 7,2 22,0 5,9 

12,5 7,1 3,4 1000 

12~10 AWG 

пϤс ƳƳч 

BFVD 5.5-3S 3,7 7,2 22,0 5,9 

BFVD 5.5-3 3,7 9,5 25,5 8,3 

BFVD 5.5-S4 4,3 7,2 22,0 5,9 

BFVD 5.5-4 4,3 9,5 25,5 8,3 

BFVD 5.5-5 5,3 9,5 25,5 8,3 

BFVD 5.5-6 6,5 12,0 29,0 10,5 

BFVD 5.5-8 8,4 15,0 33,7 13,7 

BFVD 5.5-10 10,5 15,0 33,7 13,7 

BFVD 5.5-12 13,0 19,2 38,1 16,0 

PVC Insulated Ring Terminals 
Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 
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PVC Insulated Ring Terminals 
Easy Entry Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFVD 1.25-2DIN 2,7 6,0 19,0 6,0 

10,0 4,5 1,6 1000 

EFVD 1.25-3DIN 3,2 6,0 19,0 6,0 

EFVD 1.25-M3DIN 3,7 6,0 19,0 6,0 

EFVD 1.25-4DIN 4,3 8,0 21,0 7,0 

EFVD 1.25-5DIN 5,3 10,0 23,0 8,0 

EFVD 1.25-6DIN 6,5 11,0 25,5 10,0 

EFVD 1.25-8DIN 8,4 14,0 28,0 11,0 

EFVD 1.25-10DIN 10,5 18,0 32,0 13,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFVD 2-S33DIN 3,2 6,0 19,0 6,0 

10,0 5,0 2,3 1000 

EFVD 2-S3DIN 3,7 6,0 19,0 6,0 

EFVD 2-4DIN 4,3 8,0 21,0 7,0 

EFVD 2-5DIN 5,3 10,0 24,0 9,0 

EFVD 2-6DIN 6,5 11,0 26,5 11,0 

EFVD 2-8DIN 8,4 14,0 29,0 12,0 

EFVD 2-10DIN 10,5 18,0 32,0 13,0 

12~10 AWG 

пϤс ƳƳч 

EFVD 5.5-4DIN 4,3 8,0 25,0 8,0 

13,0 6,8 3,6 1000 

EFVD 5.5-5DIN 5,3 10,0 27,0 9,0 

EFVD 5.5-6DIN 6,5 11,0 28,5 10,0 

EFVD 5.5-8DIN 8,4 14,0 33,0 13,0 

EFVD 5.5-10DIN 10,5 18,0 37,0 15,0 

EFVD 5.5-12DIN 13,0 19,0 43,0 20,5 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-2.5DINBS 2,7 6,0 20,0 6,0 

11,0 4,1 1,6 1000 

EFN 1.25-3DINBS 3,2 6,0 20,0 6,0 

EFN 1.25-M3DINBS 3,7 6,0 20,0 6,0 

EFN 1.25-4DINBS 4,3 8,0 22,0 7,0 

EFN 1.25-5DINBS 5,3 10,0 24,0 8,0 

EFN 1.25-6DINBS 6,5 11,0 26,5 10,0 

EFN 1.25-8DINBS 8,4 14,0 29,0 11,0 

EFN 1.25-10DINBS 10,5 18,0 33,0 13,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-S33DINBS 3,2 6,0 20,0 6,0 

11,0 4,5 2,3 1000 

EFN 2-S3DINBS 3,7 6,0 20,0 6,0 

EFN 2-4DINBS 4,3 8,0 22,0 7,0 

EFN 2-5DINBS 5,3 10,0 25,0 9,0 

EFN 2-6DINBS 6,5 11,0 27,5 11,0 

EFN 2-8DINBS 8,4 14,0 30,0 12,0 

EFN 2-10DINBS 10,5 18,0 33,0 13,0 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-4DINBS 4,3 8,0 25,0 8,0 

13,0 6,5 3,6 1000 

EFN 5.5-5DINBS 5,3 10,0 27,0 9,0 

EFN 5.5-6DINBS 6,5 11,0 28,5 10,0 

EFN 5.5-8DINBS 8,4 14,0 33,0 13,0 

EFN 5.5-10DINBS 10,5 18,0 37,0 15,0 

EFN 5.5-12DINBS 13,0 19,0 43,0 20,5 

Nylon Insulated Ring Terminals 
DIN 46237 Brazed Seam 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Brazed Seam 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFND 1.25-2 2,2 6,6 20,6 6,3 

11,0 4,1 1,7 1000 

EFND 1.25-3 3,2 5,5 17,7 4,0 

EFND 1.25-3.5S 3,7 5,5 17,7 4,0 

EFND 1.25-3.5M 3,7 6,6 20,6 6,3 

EFND 1.25-3.5L 3,7 8,0 22,0 7,0 

EFND 1.25-4 4,3 6,6 20,6 6,3 

EFND 1.25-4L 4,3 8,0 22,0 7,0 

EFND 1.25-5 5,3 8,0 22,0 7,0 

EFND 1.25-6 6,5 11,6 27,8 11,1 

EFND 1.25-8 8,4 11,6 27,8 11,1 

EFND 1.25-10 10,5 13,6 31,7 13,9 

EFND 1.25-12 13,0 19,2 36,6 16,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFND 2-2 2,2 6,4 18,5 4,3 

11,0 4,5 2,3 1000 

EFND 2-S3.3 3,2 6,4 18,5 4,3 

EFND 2-S3S 3,7 6,4 18,5 4,3 

EFND 2-S3 3,7 6,6 20,5 6,3 

EFND 2-S3L 3,7 8,5 23,0 7,8 

EFND 2-4S 4,3 6,6 20,5 6,3 

EFND 2-4 4,3 8,5 23,0 7,8 

EFND 2-5S 5,3 8,5 23,0 7,8 

EFND 2-5 5,3 9,5 23,0 7,3 

EFND 2-6 6,5 12,0 28,0 11,0 

EFND 2-8 8,4 12,0 28,0 11,0 

EFND 2-10 10,5 13,6 31,7 13,9 

EFND 2-12 13,0 19,2 36,6 16,0 

EFND 5.5-S3.3 3,2 7,2 22,5 5,9 

13,0 6,5 3,4 1000 

12~10 AWG 

пϤс ƳƳч 

EFND 5.5-3S 3,7 7,2 22,5 5,9 

EFND 5.5-3 3,7 9,5 26,0 8,3 

EFND 5.5-S4 4,3 7,2 22,5 5,9 

EFND 5.5-4 4,3 9,5 26,0 8,3 

EFND 5.5-5 5,3 9,5 26,0 8,3 

EFND 5.5-6 6,5 12,0 29,5 10,5 

EFND 5.5-8 8,4 15,0 34,2 13,7 

EFND 5.5-10 10,5 15,0 34,2 13,7 

EFND 5.5-12 13,0 19,2 38,6 16,0 

Nylon Insulated Ring Terminals 
Easy Entry Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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Wire Range Part Nr. d2 B L E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

S 1.25-3 3,7 8,0 26,0 

18,5 4,5 1,7 1000 

S 1.25-4 4,3 8,0 26,0 

S 1.25-5 5,3 8,0 26,0 

S 1.25-6 6,5 11,6 31,5 

S 1.25-8 8,4 11,6 31,5 

S 1.25-10 10,5 13,6 40,5 

16~14 AWG 

мΦрϤнΦр ƳƳч 

S 2-3 3,7 8,5 28,5 

20,5 5,5 2,3 1000 

S 2-4 4,3 8,5 28,5 

S 2-5 5,3 9,5 28,5 

S 2-6 6,5 12,0 33,5 

S 2-8 8,4 12,0 33,5 

S 2-10 10,5 13,6 37,2 

12~10 AWG 

пϤс ƳƳч 

S 5.5-4 4,3 9,5 33,0 

23,5 6,5 3,4 1000 

S 5.5-5 5,3 9,5 33,0 

S 5.5-6 6,5 12,0 36,5 

S 5.5-8 8,4 15,0 41,0 

S 5.5-10 10,5 15,0 41,0 

S 5.5-12 13,0 19,2 45,5 

Insulated Heat-Shrinkable Ring Terminals 
Waterproof 
Maximum electrical rating: 600  VOLTS MAX. 

Shrink Temperature:  150 °C   

Operating Temperature:  10 °C ~ 105 °C 

Terminal material:  Copper 

Brazed Seam 

Plating:    Electro tin plated 

Insulation material:  Heat Shrinkable Tube 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFV 1.25-B3SA 3,2 5,0 21,0 6,3 

10,0 4,1 1,7 1000 

BFV 1.25-B3A 3,2 5,8 21,0 6,3 

BFV 1.25-3.5S 3,7 5,8 21,0 6,3 

BFV 1.25-3.5M 3,7 6,4 20,6 6,3 

BFV 1.25-3.5LA 3,7 7,2 21,0 6,3 

BFV 1.25-S4SA 4,3 6,4 20,6 6,3 

BFV 1.25-S4A 4,3 7,2 21,0 6,3 

BFV 1.25-S4LA 4,3 8,0 21,0 7,0 

BFV 1.25-5A 5,3 8,0 21,0 7,0 

BFV 1.25-5LA 5,3 9,5 21,0 7,0 

BFV 1.25-6SA 6,5 9,5 21,0 7,0 

BFV 1.25-6A 6,5 12,0 27,2 11,0 

BFV 1.25-8A 8,4 12,0 27,2 11,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-S3.3A 3,2 5,0 21,0 6,3 

10,0 4,5 2,3 1000 

BFV 2-3.3A 3,2 5,8 21,0 6,3 

BFV 2-Y3A 3,7 5,8 21,0 6,3 

BFV 2-YS3A 3,7 6,4 21,0 6,3 

BFV 2-S3A 3,7 7,2 21,2 6,5 

BFV 2-YS4A 4,3 6,4 21,0 6,3 

BFV 2-S4A 4,3 7,2 21,2 6,5 

BFV 2-S4LA 4,3 8,5 22,0 7,3 

BFV 2-5A 5,3 8,5 22,0 7,3 

BFV 2-S5A 5,3 9,5 22,0 7,3 

BFV 2-6SA 6,5 9,5 22,0 7,3 

BFV 2-6LA 6,5 12,0 27,2 11,0 

BFV 2-8A 8,4 12,0 27,2 11,0 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3A 3,7 7,2 25,2 7,5 

6,5 3,4 1000 12,5 

BFV 5.5-3LA 3,7 8,5 25,2 7,5 

BFV 5.5-4SA 4,3 8,5 25,2 7,5 

BFV 5.5-4LA 4,3 9,5 25,2 7,5 

BFV 5.5-5A 5,3 9,5 25,2 7,5 

BFV 5.5-6SA 6,5 9,5 25,2 7,5 

BFV 5.5-6LA 6,5 12,0 31,2 12,0 

BFV 5.5-8A 8,4 13,5 30,0 10,5 

PVC Insulated Spade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFVD 1.25-B3SA 3,2 5,0 21,0 6,3 

10,0 4,8 1,7 1000 

BFVD 1.25-B3A 3,2 8,5 21,0 6,3 

BFVD 1.25-3.5S 3,7 8,5 21,0 6,3 

BFVD 1.25-3.5M 3,7 6,4 20,6 6,3 

BFVD 1.25-3.5LA 3,7 7,2 21,0 6,3 

BFVD 1.25-S4SA 4,3 6,4 20,6 6,3 

BFVD 1.25-S4A 4,3 7,2 21,0 6,3 

BFVD 1.25-S4LA 4,3 8,0 21,0 7,0 

BFVD 1.25-5SA 5,3 8,0 21,0 7,0 

BFVD 1.25-5A 5,3 9,5 21,0 7,0 

BFVD 1.25-6SA 6,5 9,5 21,0 7,0 

BFVD 1.25-6A 6,5 12,0 27,2 11,0 

BFVD 1.25-8A 8,4 12,0 27,2 11,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFVD 2-S3.3A 3,2 5,0 21,0 6,3 

10,0 5,6 2,3 1000 

BFVD 2-B3A 3,2 5,8 21,0 6,3 

BFVD 2-Y3A 3,7 5,8 21,0 6,3 

BFVD 2-YS3A 3,7 6,4 21,0 6,3 

BFVD 2-S3A 3,7 7,2 21,2 6,5 

BFVD 2-YS4A 4,3 6,4 21,0 6,3 

BFVD 2-S4A 4,3 7,2 21,2 6,5 

BFVD 2-S4LA 4,3 8,5 22,0 7,3 

BFVD 2-5A 5,3 8,5 22,0 7,3 

BFVD 2-S5A 5,3 9,5 22,0 7,3 

BFVD 2-6SA 6,5 9,5 22,0 7,3 

BFVD 2-6LA 6,5 12,0 27,2 11,0 

BFVD 2-8A 8,4 12,0 27,2 11,0 

12~10 AWG 

пϤс ƳƳч 

BFVD 5.5-3A 3,7 7,2 25,2 7,5 

7,1 3,4 1000 12,5 

BFVD 5.5-3LA 3,7 8,5 25,2 7,5 

BFVD 5.5-4SA 4,3 8,5 25,2 7,5 

BFVD 5.5-4LA 4,3 9,5 25,2 7,5 

BFVD 5.5-5A 5,3 9,5 25,2 7,5 

BFVD 5.5-6SA 6,5 9,5 25,2 7,5 

BFVD 5.5-6LA 6,5 12,0 31,2 12,0 

BFVD 5.5-8A 8,4 13,5 30,0 10,5 

PVC Insulated Spade Terminals 
Extra Copper Sleeve 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFVD 1.25-B3SA 3,2 5,0 21,0 6,3 

10,0 4,5 1,7 1000 

EFVD 1.25-B3A 3,2 8,5 21,0 6,3 

EFVD 1.25-3.5S 3,7 8,5 21,0 6,3 

EFVD 1.25-3.5M 3,7 6,4 20,6 6,3 

EFVD 1.25-3.5LA 3,7 7,2 21,0 6,3 

EFVD 1.25-S4SA 4,3 6,4 20,6 6,3 

EFVD 1.25-S4A 4,3 7,2 21,0 6,3 

EFVD 1.25-S4LA 4,3 8,0 21,0 7,0 

EFVD 1.25-5SA 5,3 8,0 21,0 7,0 

EFVD 1.25-5A 5,3 9,5 21,0 7,0 

EFVD 1.25-6SA 6,5 9,5 21,0 7,0 

EFVD 1.25-6A 6,5 12,0 27,2 11,0 

EFVD 1.25-8A 8,4 12,0 27,2 11,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFVD 2-S3.3A 3,2 5,0 21,0 6,3 

10,0 5,0 2,3 1000 

EFVD 2-B3A 3,2 5,8 21,0 6,3 

EFVD 2-Y3A 3,7 5,8 21,0 6,3 

EFVD 2-YS3A 3,7 6,4 21,0 6,3 

EFVD 2-S3A 3,7 7,2 21,2 6,5 

EFVD 2-YS4A 4,3 6,4 21,0 6,3 

EFVD 2-S4A 4,3 7,2 21,2 6,5 

EFVD 2-S4LA 4,3 8,5 22,0 7,3 

EFVD 2-5A 5,3 8,5 22,0 7,3 

EFVD 2-S5A 5,3 9,5 22,0 7,3 

EFVD 2-6SA 6,5 9,5 22,0 7,3 

EFVD 2-6LA 6,5 12,0 27,2 11,0 

EFVD 2-8A 8,4 12,0 27,2 11,0 

12~10 AWG 

пϤс ƳƳч 

EFVD 5.5-3A 3,7 7,2 25,7 7,5 

6,8 3,4 1000 13,0 

EFVD 5.5-3LA 3,7 8,5 25,7 7,5 

EFVD 5.5-4SA 4,3 8,5 25,7 7,5 

EFVD 5.5-4LA 4,3 9,5 25,7 7,5 

EFVD 5.5-5A 5,3 9,5 25,7 7,5 

EFVD 5.5-6SA 6,5 9,5 25,7 7,5 

EFVD 5.5-6LA 6,5 12,0 31,7 12,0 

EFVD 5.5-8A 8,4 13,5 30,5 10,5 

PVC Insulated Spade Terminals 
Easy Entry Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-2ADINBS 2,7 6,0 20,0 6,0 

11,0 4,1 1,6 1000 

EFN 1.25-B3ADINBS 3,2 6,0 20,0 6,0 

EFN 1.25-YS3ADINBS 3,7 6,0 20,0 6,0 

EFN 1.25-YS4ADINBS 4,3 8,0 22,0 7,0 

EFN 1.25-5ADINBS 5,3 10,0 24,0 8,0 

EFN 1.25-6ADINBS 6,5 11,0 26,5 10,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-B3ADINBS 3,2 6,0 20,0 6,0 

11,0 4,5 2,3 1000 

EFN 2-YS3ADINBS 3,7 6,0 20,0 6,0 

EFN 2-YS4ADINBS 4,3 8,0 22,0 7,0 

EFN 2-5ADINBS 5,3 10,0 25,0 9,0 

EFN 2-6ADINBS 6,5 11,0 27,5 11,0 

EFN 2-8ADINBS 8,4 14,0 30,0 12,0 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-S4ADINBS 4,3 8,0 25,0 8,0 

13,0 6,5 3,6 1000 
EFN 5.5-5ADINBS 5,3 10,0 27,0 9,0 

EFN 5.5-6ADINBS 6,5 11,0 28,5 10,0 

EFN 5.5-8ADINBS 8,4 14,0 33,0 13,0 

Nylon Insulated Spade Terminals 
DIN 46234/C Brazed Seam 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Brazed Seam 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFND 1.25-B3SA 3,2 5,0 22,0 6,3 

11,0 4,1 1,7 1000 

EFND 1.25-B3A 3,2 8,5 22,0 6,3 

EFND 1.25-3.5S 3,7 8,5 22,0 6,3 

EFND 1.25-3.5M 3,7 6,4 21,6 6,3 

EFND 1.25-3.5LA 3,7 7,2 22,0 6,3 

EFND 1.25-S4SA 4,3 6,4 21,6 6,3 

EFND 1.25-S4A 4,3 7,2 22,0 6,3 

EFND 1.25-S4LA 4,3 8,0 22,0 7,0 

EFND 1.25-5SA 5,3 8,0 22,0 7,0 

EFND 1.25-5A 5,3 9,5 22,0 7,0 

EFND 1.25-6SA 6,5 9,5 22,0 7,0 

EFND 1.25-6A 6,5 12,0 28,2 11,0 

EFND 1.25-8A 8,4 12,0 28,2 11,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFND 2-S3.3A 3,2 5,0 22,0 6,3 

11,0 4,5 2,3 1000 

EFND 2-B3A 3,2 5,8 22,0 6,3 

EFND 2-Y3A 3,7 5,8 22,0 6,3 

EFND 2-YS3A 3,7 6,4 22,0 6,3 

EFND 2-S3A 3,7 7,2 22,0 6,5 

EFND 2-YS4A 4,3 6,4 22,0 6,3 

EFND 2-S4A 4,3 7,2 22,2 6,5 

EFND 2-S4LA 4,3 8,5 23,0 7,3 

EFND 2-5A 5,3 8,5 23,0 7,3 

EFND 2-S5A 5,3 9,5 23,0 7,3 

EFND 2-6SA 6,5 9,5 23,0 7,3 

EFND 2-6LA 6,5 12,0 28,2 11,0 

EFND 2-8A 8,4 12,0 28,2 11,0 

12~10 AWG 

пϤс ƳƳч 

EFND 5.5-3A 3,7 7,2 25,7 7,5 

6,5 3,4 1000 13,0 

EFND 5.5-3LA 3,7 8,5 25,7 7,5 

EFND 5.5-4SA 4,3 8,5 25,7 7,5 

EFND 5.5-4LA 4,3 9,5 25,7 7,5 

EFND 5.5-5A 5,3 9,5 25,7 7,5 

EFND 5.5-6SA 6,5 9,5 25,7 7,5 

EFND 5.5-6LA 6,5 12,0 31,7 12,0 

EFND 5.5-8A 8,4 13,5 30,5 10,5 

Nylon Insulated Spade Terminals 
Easy Entry Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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Wire Range Part Nr. d2 B L E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

S 1.25-3A 3,7 6,4 25,5 

18,5 4,5 1,7 1000 
S 1.25-4A 4,3 8,0 26,0 

S 1.25-5A 5,3 8,0 26,0 

S 1.25-6A 6,5 9,5 29,5 

16~14 AWG 
мΦрϤнΦр ƳƳч 

S 2-4A 4,3 8,5 27,5 
20,5 5,5 2,3 1000 

S 2-5A 5,3 9,5 28,5 

12~10 AWG 

пϤс ƳƳч 

S 5.5-4A 4,3 9,5 32,5 

6,5 3,4 1000 23,5 S 5.5-5A 5,3 9,5 32,5 

S 5.5-6A 6,5 12,0 39,0 

Insulated Heat Shrinkable Spade Terminals 
Waterproof 
Maximum electrical rating: 600  VOLTS MAX. 

Shrink Temperature:  150 °C   

Operating Temperature:  10 °C ~ 105 °C 

Terminal material:  Copper 

Brazed Seam 

Plating:    Electro tin plated 

Insulation material:  Heat Shrinkable Tube 
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Wire Range Part Nr. d2 B L F E D W MOQ D1 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFV 1.25-3SB 3,2 5,0 19,5 6,3 

10,0 4,1 1,5 1000 1,7 

BFV 1.25-3B 3,2 5,8 19,5 6,3 

BFV 1.25-3.5SB 3,7 5,8 19,5 6,3 

BFV 1.25-3.5MB 3,7 6,4 19,0 6,3 

BFV 1.25-3.5LB 3,7 7,2 19,5 6,3 

BFV 1.25-4SB 4,3 6,4 19,0 6,3 

BFV 1.25-4MB 4,3 7,2 19,5 6,3 

BFV 1.25-4LB 4,3 8,0 19,5 7,0 

BFV 1.25-5SB 5,3 8,0 19,5 7,0 

BFV 1.25-5LB 5,3 9,5 19,5 7,0 

BFV 1.25-6B 6,5 9,5 19,5 7,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-3SB 3,2 5,0 19,5 6,3 

10,0 4,5 1,5 1000 2,3 

BFV 2-3B 3,2 5,8 19,5 6,3 

BFV 2-3.5SB 3,7 5,8 19,5 6,3 

BFV 2-3.5MB 3,7 6,4 19,5 6,3 

BFV 2-3.5LB 3,7 7,2 19,7 6,5 

BFV 2-4SB 4,3 6,4 19,5 6,3 

BFV 2-4B 4,3 7,2 19,7 6,5 

BFV 2-4LB 4,3 8,5 20,5 7,3 

BFV 2-5B 5,3 8,5 20,5 7,3 

BFV 2-5LB 5,3 9,5 20,5 7,3 

BFV 2-6B 6,5 9,5 20,5 7,3 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3.5SB 3,7 7,2 24,0 7,5 

12,5 6,5 1,5 1000 3,4 

BFV 5.5-3.5LB 3,7 8,5 24,0 7,5 

BFV 5.5-4SB 4,3 8,5 24,0 7,5 

BFV 5.5-4LB 4,3 9,5 24,0 7,5 

BFV 5.5-5B 5,3 9,5 24,0 7,5 

BFV 5.5-6B 6,5 9,5 24,0 7,5 

PVC Insulated Flange Spade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 
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Nylon Insulated Flange Spade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

 

Wire Range Part Nr. d2 B L F E D W MOQ d1 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-3SB 3,2 5,0 20,5 6,3 

11,0 4,1 1,5 1000 1,7 

EFN 1.25-3B 3,2 5,8 20,5 6,3 

EFN 1.25-3.5SB 3,7 5,8 20,5 6,3 

EFN 1.25-3.5MB 3,7 6,4 20,0 6,3 

EFN 1.25-3.5LB 3,7 7,2 20,5 6,3 

EFN 1.25-4SB 4,3 6,4 20,0 6,3 

EFN 1.25-4MB 4,3 7,2 20,5 6,3 

EFN 1.25-4LB 4,3 8,0 20,5 7,0 

EFN 1.25-5SB 5,3 8,0 20,5 7,0 

EFN 1.25-5LB 5,3 9,5 20,5 7,0 

EFN 1.25-6B 6,5 9,5 20,5 7,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-3SB 3,2 5,0 20,5 6,3 

11,0 4,5 1,5 1000 2,3 

EFN 2-3B 3,2 5,8 20,5 6,3 

EFN 2-3.5SB 3,7 5,8 20,5 6,3 

EFN 2-3.5MB 3,7 6,4 20,5 6,3 

EFN 2-3.5LB 3,7 7,2 20,7 6,5 

EFN 2-4SB 4,3 6,4 20,5 6,3 

EFN 2-4B 4,3 7,2 20,7 6,5 

EFN 2-4LB 4,3 8,5 21,5 7,3 

EFN 2-5B 5,3 8,5 21,5 7,3 

EFN 2-5LB 5,3 9,5 21,5 7,3 

EFN 2-6B 6,5 9,5 21,5 7,3 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-3.5SB 3,7 7,2 24,5 7,5 

13,0 6,5 1,5 1000 3,4 

EFN 5.5-3.5LB 3,7 8,5 24,5 7,5 

EFN 5.5-4SB 4,3 8,5 24,5 7,5 

EFN 5.5-4LB 4,3 9,5 24,5 7,5 

EFN 5.5-5B 5,3 9,5 24,5 7,5 

EFN 5.5-6B 6,5 9,5 24,5 7,5 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFV 1.25-3.5C 3,7 5,8 21,0 6,3 

10,0 4,1 1,7 1000 

BFV 1.25-4MC 4,3 7,2 21,0 6,3 

BFV 1.25-4LC 4,3 8,0 21,0 7,0 

BFV 1.25-5SC 5,3 8,0 21,0 7,0 

BFV 1.25-5LC 5,3 9,5 21,0 7,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-3.5C 3,7 5,8 21,0 6,3 

10,0 4,5 2,3 1000 

BFV 2-4MC 4,3 7,2 21,0 6,3 

BFV 2-4LC 4,3 8,5 22,0 7,3 

BFV 2-5SC 5,3 8,5 22,0 7,3 

BFV 2-5LC 5,3 9,5 22,0 7,3 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3.5C 3,7 8,5 25,2 7,5 

12,5 6,5 3,4 1000 
BFV 5.5-4C 4,3 8,5 25,2 7,5 

BFV 5.5-5C 5,3 9,5 25,2 7,5 

BFV 5.5-6C 6,5 12,0 31,2 12,0 

PVC Locking Spade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

Nylon Locking Spade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-3.5C 3,7 5,8 22,0 6,3 

11,0 4,1 1,7 1000 

EFN 1.25-4MC 4,3 7,2 22,0 6,3 

EFN 1.25-4LC 4,3 8,0 22,0 7,0 

EFN 1.25-5SC 5,3 8,0 22,0 7,0 

EFN 1.25-5LC 5,3 9,5 22,0 7,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-3.5C 3,7 5,8 22,0 6,3 

11,0 4,5 2,3 1000 

EFN 2-4MC 4,3 7,2 22,0 6,3 

EFN 2-4LC 4,3 8,5 23,0 7,3 

EFN 2-5SC 5,3 8,5 23,0 7,3 

EFN 2-5LC 5,3 9,5 23,0 7,3 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-3.5C 3,7 8,5 25,7 7,5 

13,0 6,5 3,4 1000 
EFN 5.5-4C 4,3 8,5 25,7 7,5 

EFN 5.5-5C 5,3 9,5 25,7 7,5 

EFN 5.5-6C 6,5 12,0 31,7 12,0 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFV 1.25-3Z 3,7 8,0 21,0 7,0 

10,0 4,1 1,7 1000 
BFV 1.25-4Z 4,3 8,0 21,0 7,0 

BFV 1.25-5Z 5,3 8,0 21,0 7,0 

BFV 1.25-6Z 6,5 11,6 26,8 11,1 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-3Z 3,7 8,5 22,0 7,8 

10,0 4,5 2,3 1000 
BFV 2-4Z 4,3 8,5 22,0 7,8 

BFV 2-5Z 5,3 9,5 22,0 7,3 

BFV 2-6Z 6,5 12,0 27,0 11,0 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3Z 3,7 9,5 25,5 8,3 

12,5 6,5 3,4 1000 

BFV 5.5-4Z 4,3 9,5 25,5 8,3 

BFV 5.5-5Z 5,3 9,5 25,5 8,3 

BFV 5.5-6Z 6,5 12,0 29,0 10,5 

BFV 5.5-8Z 8,4 15,0 33,7 13,7 

PVC Insulated Hook Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-3Z 3,7 8,0 22,0 7,0 

11,0 4,1 1,7 1000 
EFN 1.25-4Z 4,3 8,0 22,0 7,0 

EFN 1.25-5Z 5,3 8,0 22,0 7,0 

EFN 1.25-6Z 6,5 11,6 27,8 11,1 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-3Z 3,7 8,5 23,0 7,8 

11,0 4,5 2,3 1000 
EFN 2-4Z 4,3 8,5 23,0 7,8 

EFN 2-5Z 5,3 9,5 23,0 7,3 

EFN 2-6Z 6,5 12,0 28,0 11,0 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-3Z 3,7 9,5 26,0 8,3 

13,0 6,5 3,4 1000 

EFN 5.5-4Z 4,3 9,5 26,0 8,3 

EFN 5.5-5Z 5,3 9,5 26,0 8,3 

EFN 5.5-6Z 6,5 12,0 29,5 10,5 

EFN 5.5-8Z 8,4 15,0 34,2 13,7 

Nylon Insulated Hook Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFV 1.25-3Y 3,7 7,5 21,0 7,0 

10,0 4,1 1,7 1000 
BFV 1.25-4Y 4,3 7,4 21,0 7,0 

BFV 1.25-5Y 5,3 7,0 21,0 7,0 

BFV 1.25-6Y 6,5 10,6 26,8 11,1 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-3Y 3,7 8,0 22,0 7,8 

10,0 4,5 2,3 1000 
BFV 2-4Y 4,3 7,9 22,0 7,8 

BFV 2-5Y 5,3 8,7 22,0 7,3 

BFV 2-6Y 6,5 11,0 27,0 11,0 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3Y 3,7 9,1 25,5 8,3 

12,5 6,5 3,4 1000 

BFV 5.5-4Y 4,3 9,0 25,5 8,3 

BFV 5.5-5Y 5,3 8,7 25,5 8,3 

BFV 5.5-6Y 6,5 11,0 29,0 10,5 

BFV 5.5-8Y 8,4 13,7 33,7 13,7 

PVC Insulated Hook Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-3Y 3,7 7,5 22,0 7,0 

11,0 4,1 1,7 1000 
EFN 1.25-4Y 4,3 7,4 22,0 7,0 

EFN 1.25-5Y 5,3 7,0 22,0 7,0 

EFN 1.25-6Y 6,5 10,6 27,8 11,1 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-3Y 3,7 8,0 23,0 7,8 

11,0 4,5 2,3 1000 
EFN 2-4Y 4,3 7,9 23,0 7,8 

EFN 2-5Y 5,3 8,7 23,0 7,3 

EFN 2-6Y 6,5 11,0 28,0 11,0 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-3Y 3,7 9,1 26,0 8,3 

13,0 6,5 3,4 1000 

EFN 5.5-4Y 4,3 9,0 26,0 8,3 

EFN 5.5-5Y 5,3 8,7 26,0 8,3 

EFN 5.5-6Y 6,5 11,0 29,5 10,5 

EFN 5.5-8Y 8,4 13,7 34,2 13,7 

Nylon Insulated Hook Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 
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Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFV 1.25-3X 3,7 8,0 20,5 7,0 

10,0 4,1 1,7 1000 
BFV 1.25-4X 4,3 8,0 20,5 7,0 

BFV 1.25-5X 5,3 8,0 20,0 7,0 

BFV 1.25-6X 6,5 11,6 25,8 11,1 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFV 2-3X 3,7 8,5 21,5 7,8 

10,0 4,5 2,3 1000 
BFV 2-4X 4,3 8,5 21,5 7,8 

BFV 2-5X 5,3 9,5 21,2 7,3 

BFV 2-6X 6,5 12,0 26,0 11,0 

12~10 AWG 

пϤс ƳƳч 

BFV 5.5-3X 3,7 9,5 25,0 8,3 

12,5 6,5 3,4 1000 

BFV 5.5-4X 4,3 9,5 25,0 8,3 

BFV 5.5-5X 5,3 9,5 24,7 8,3 

BFV 5.5-6X 6,5 12,0 28,0 10,5 

BFV 5.5-8X 8,4 15,0 32,4 13,7 

PVC Insulated Hook Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. d2 B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFN 1.25-3X 3,7 8,0 21,5 7,0 

11,0 4,1 1,7 1000 
EFN 1.25-4X 4,3 8,0 21,5 7,0 

EFN 1.25-5X 5,3 8,0 21,0 7,0 

EFN 1.25-6X 6,5 11,6 26,8 11,1 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFN 2-3X 3,7 8,5 22,5 7,8 

11,0 4,5 2,3 1000 
EFN 2-4X 4,3 8,5 22,5 7,8 

EFN 2-5X 5,3 9,5 22,2 7,3 

EFN 2-6X 6,5 12,0 27,0 11,0 

12~10 AWG 

пϤс ƳƳч 

EFN 5.5-3X 3,7 9,5 25,6 8,3 

13,0 6,5 3,4 1000 

EFN 5.5-4X 4,3 9,5 25,5 8,3 

EFN 5.5-5X 5,3 9,5 25,2 8,3 

EFN 5.5-6X 6,5 12,0 28,5 10,5 

EFN 5.5-8X 8,4 15,0 33,0 13,7 

Nylon Insulated Hook Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 
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Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFVPC 1.25-F9 

1,9 

19,5 9,5 

10,0 4,1 1,7 1000 

BFVPC 1.25-F10 20,5 10,5 

BFVPC 1.25 22,5 12,5 

BFVPC 1.25-F13 23,5 13,5 

BFVPC 1.25-F18 28,5 18,5 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFVPC 2-F9 

1,9 

19,5 9,5 

10,0 4,5 2,3 1000 

BFVPC 2-F10 20,5 10,5 

BFVPC 2 22,5 12,5 

BFVPC 2-F13 23,5 13,5 

BFVPC 2-F18 28,5 18,5 
12~10 AWG 
пϤс ƳƳч 

BFVPC 5.5 2,8 26,2 13,7 12,5 6,5 3,4 1000 

Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFVDPC 1.25-F9 

1,9 

19,5 9,5 

10,0 4,7 1,7 1000 

BFVDPC 1.25-F10 20,5 10,5 

BFVDPC 1.25 22,5 12,5 

BFVDPC 1.25-F13 23,5 13,5 

BFVDPC 1.25-F18 28,5 18,5 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFVDPC 2-F9 

1,9 

19,5 9,5 

10,0 5,5 2,3 1000 

BFVDPC 2-F10 20,5 10,5 

BFVDPC 2 22,5 12,5 

BFVDPC 2-F13 23,5 13,5 

BFVDPC 2-F18 28,5 18,5 
12~10 AWG 
пϤс ƳƳч 

BFVDPC 5.5 2,8 26,2 13,7 12,5 7,1 3,4 1000 

PVC Insulated Pin Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

PVC Insulated Pin Terminals 
Extra Copper Sleeve 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 
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Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFVDPC 1.25-F9 

1,9 

19,5 9,5 

10,0 4,5 1,7 1000 

EFVDPC 1.25-F10 20,5 10,5 

EFVDPC 1.25 22,5 12,5 

EFVDPC 1.25-F13 23,5 13,5 

EFVDPC 1.25-F18 28,5 18,5 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFVDPC 2-F9 

1,9 

19,5 9,5 

10,0 5,0 2,3 1000 

EFVDPC 2-F10 20,5 10,5 

EFVDPC 2 22,5 12,5 

EFVDPC 2-F13 23,5 13,5 

EFVDPC 2-F18 28,5 18,5 
12~10 AWG 
пϤс ƳƳч 

EFVDPC 5.5 2,8 26,2 13,7 13,0 6,8 3,4 1000 

Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFNPC 1.25-F8DINBS 

1,9 

19,5 6,0 

11,0 4,1 1,6 1000 

EFNPC 1.25-F10DINBS 21,5 8,0 

EFNPC 1.25DINBS 23,5 10,0 

EFNPC 1.25-F13DINBS 24,5 11,0 

EFNPC 1.25-F17DINBS 28,5 15,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFNPC 2-F8DINBS 

1,9 

19,5 6,0 

11,0 4,5 2,3 1000 

EFNPC 2-F10DINBS 21,5 8,0 

EFNPC 2DINBS 23,5 10,0 

EFNPC 2-F13DINBS 24,5 11,0 

EFNPC 2-F17DINBS 28,5 15,0 

12~10 AWG 

пϤс ƳƳч 

EFNPC 5.5-F10DINBS 23,5 8,0 

13,0 6,5 3,6 1000 2,7 
EFNPC 5.5DINBS 25,5 10,0 

EFNPC 5.5-F13DINBS 26,5 11,0 

EFNPC 5.5-F17DINBS 30,5 15,0 

PVC Insulated Pin Terminals 
Easy Entry Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Nylon Insulated Pin Terminals 
DIN 46231 Brazed Seam 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Brazed Seam 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

In
su

la
te

d 
T

e
rm

in
a

ls 



26 

Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFNDPC 1.25-F9 

1,9 

20,5 9,5 

11,0 4,1 1,7 1000 

EFNDPC 1.25-F10 21,5 10,5 

EFNDPC 1.25 23,5 12,5 

EFNDPC 1.25-F13 24,5 13,5 

EFNDPC 1.25-F18 29,5 18,5 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFNDPC 2-F9 

1,9 

20,5 9,5 

11,0 4,5 2,3 1000 

EFNDPC 2-F10 21,5 10,5 

EFNDPC 2 23,5 12,5 

EFNDPC 2-F13 24,5 13,5 

EFNDPC 2-F18 29,5 18,5 
12~10 AWG 
пϤс ƳƳч 

EFNDPC 5.5 2,8 26,7 13,7 13,0 6,5 3,4 1000 

Nylon Insulated Pin Terminals 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFVPC 1.25-PF10 2,4 20,5 10,5 

10,0 4,1 1,7 1000 
BFVPC 1.25-PF11 

3,0 
21,0 11,0 

BFVPC 1.25-PF14 24,0 14,0 

BFVPC 1.25-P 2,4 28,0 18,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFVPC 2-PF9 2,8 19,0 9,0 

10,0 4,5 2,3 1000 
BFVPC 2-PF10 20,5 10,5 

2,4 BFVPC 2-PF13 23,0 13,0 

BFVPC 2-P 28,0 18,0 

12~10 AWG 
пϤс ƳƳч 

BFVPC 5.5-PF10 2,8 23,0 10,5 
12,5 6,5 3,4 1000 

BFVPC 5.5-P 3,0 30,5 18,0 

Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

BFVDPC 1.25-PF10 2,4 20,5 10,5 

10,0 4,8 1,7 1000 
BFVDPC 1.25-PF11 

3,0 
21,0 11,0 

BFVDPC 1.25-PF14 24,0 14,0 

BFVDPC 1.25-P 2,4 28,0 18,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

BFVDPC 2-PF9 2,8 19,0 9,0 

10,0 5,6 2,3 1000 
BFVDPC 2-PF10 20,5 10,5 

2,4 BFVDPC 2-PF13 23,0 13,0 

BFVDPC 2-P 28,0 18,0 

12~10 AWG 
пϤс ƳƳч 

BFVDPC 5.5-PF10 2,8 23,0 10,5 
12,5 7,1 3,4 1000 

BFVDPC 5.5-P 3,0 30,5 18,0 

PVC Insulated Blade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

PVC Insulated Blade Terminals 
Extra Copper Sleeve 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 
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Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFVDPC 1.25-PF10 2,4 20,5 10,5 

10,0 4,5 1,7 1000 
EFVDPC 1.25-PF11 

3,0 
21,0 11,0 

EFVDPC 1.25-PF14 24,0 14,0 

EFVDPC 1.25-P 2,4 28,0 18,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFVDPC 2-PF9 2,8 19,0 9,0 

10,0 5,0 2,3 1000 
EFVDPC 2-PF10 20,5 10,5 

2,4 EFVDPC 2-PF13 23,0 13,0 

EFVDPC 2-P 28,0 18,0 

12~10 AWG 
пϤс ƳƳч 

EFVDPC 5.5-PF10 2,8 23,5 10,5 
13,0 6,8 3,4 1000 

EFVDPC 5.5-P 3,0 31,0 18,0 

Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFNPC 1.25-PF10 2,4 21,5 10,5 

11,0 4,1 1,7 1000 
EFNPC 1.25-PF11 

3,0 
22,0 11,0 

EFNPC 1.25-PF14 25,0 14,0 

EFNPC 1.25-P 2,4 29,0 18,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFNPC 2-PF9 2,8 20,0 9,0 

11,0 4,5 2,3 1000 
EFNPC 2-PF10 21,5 10,5 

2,4 EFNPC 2-PF13 24,0 13,0 

EFNPC 2-P 29,0 18,0 

12~10 AWG 
пϤс ƳƳч 

EFNPC 5.5-PF10 2,8 23,5 10,5 
13,0 6,5 3,4 1000 

EFNPC 5.5-P 3,0 31,0 18,0 

PVC Insulated Blade Terminals 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Nylon Insulated Blade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel entry Nylon 
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Wire Range Part Nr. B L F E D d1 MOQ 

22~16 AWG 

лΦрϤмΦр ƳƳч 

EFNDPC 1.25-PF10 2,4 21,5 10,5 

11,0 4,1 1,7 1000 
EFNDPC 1.25-PF11 

3,0 
22,0 11,0 

EFNDPC 1.25-PF14 25,0 14,0 

EFNDPC 1.25-P 2,4 29,0 18,0 

16~14 AWG 

мΦрϤнΦр ƳƳч 

EFNDPC 2-PF9 2,8 20,0 9,0 

11,0 4,5 2,3 1000 
EFNDPC 2-PF10 21,5 10,5 

2,4 EFNDPC 2-PF13 24,0 13,0 

EFNDPC 2-P 29,0 18,0 

12~10 AWG 
пϤс ƳƳч 

EFNDPC 5.5-PF10 2,8 23,5 10,5 
13,0 6,5 3,4 1000 

EFNDPC 5.5-P 3,0 31,0 18,0 

Nylon Insulated Blade Terminals 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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PVC Insulated Lipped Blade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч  

BFVPC 1.25-3LB 3,0 
28,0 18,0 10,0 4,1 1,7 1000  

BFVPC 1.25-4.5LB 4,6 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BFVPC 2-3LB 3,0 
28,0 18,0 10,0 4,5 2,3 1000 

BFVPC 2-4.5LB 4,6 

12~10 AWG 
пϤс ƳƳч  

BFVPC 5.5-3.0LB 3,0 
30,0 17,5 12,5 6,5 3,4 1000  

BFVPC 5.5-4.5LB 4,6 

Nylon Insulated Lipped Blade Terminals 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Funnel entry Nylon 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч  

EFNPC 1.25-3LB 3,0 
29,0 18,0 11,0 4,1 1,7 1000  

EFNPC 1.25-4.5LB 4,6 

16~14 AWG 
мΦрϤнΦр ƳƳч 

EFNPC 2-3LB 3,0 
29,0 18,0 11,0 4,5 2,3 1000 

EFNPC 2-4.5LB 4,6 

12~10 AWG 
пϤс ƳƳч  

EFNPC 5.5-3.0LB 3,0 
30,5 17,5 13,0 6,5 3,4 1000  

EFNPC 5.5-4.5LB 4,6 
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Wire Range Part Nr. L d D MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFVC 1.25 26,0 1,7 4,1 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BFVC 2 26,0 2,3 4,5 1000 

12~10 AWG 
пϤс ƳƳч 

BFVC 5.5 26,0 3,6 6,5 1000 

8 AWG 
 у ƳƳч 

BFVC 8 35,5 4,5 8,5 1000 

Wire Range Part Nr. L d D MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

EFVDC 1.25 26,0 1,7 4,5 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

26,0 1000 EFVDC 2 2,3 5,0 

12~10 AWG 
пϤс ƳƳч 

EFVDC 5.5 30,0 3,4 6,8 1000 

Wire Range Part Nr. L d D MOQ 

26~22 AWG 
лΦнϤлΦр ƳƳч 

BFNC 0.5 20,0 1,2 2,0 1000 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFNC 1.25 26,0 1,7 4,1 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

26,0 1000 BFNC 2 2,3 4,5 

12~10 AWG 
пϤс ƳƳч 

BFNC 5.5 28,0 3,6 6,5 1000 

PVC Insulated Butt Connectors 
Standard 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper tube 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

PVC Insulated Butt Connectors 
Easy Entry Extra Copper Sleeve  
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Copper strip 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Nylon Insulated Butt Connectors 
Standard 
Maximum electrical rating : 600  VOLTS MAX. 

Maximum Temperature  : 105 °C   

Terminal material  : Copper tube 

Plating    : Electro tin plated 

Insulation material  : Nylon 
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Wire Range Part Nr. L d D MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

EFVDWSCW 1.25 30,0 1,7 4,1 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

EFVDWSCW 2 30,0 2,3 4,5 1000 

12~10 AWG 
пϤс ƳƳч 

35,0 1000 EFVDWSCW 5.5 3,4 6,5 

Wire Range Part Nr. F L D MOQ d 

26~22 AWG 
лΦнϤлΦр ƳƳч 

SC 0.5 12,0 24,0 2,1 1,2 1000 

22~16 AWG 
лΦрϤмΦр ƳƳч 

SC 1.25 15,0 37,0 4,5 1000 1,6 

16~14 AWG 
мΦрϤнΦр ƳƳч 

SC 2 15,0 37,0 5,5 1000 2,3 

12~10 AWG 
пϤс ƳƳч 

SC 5.5 15,0 41,0 6,5 1000 3,6 

Nylon Insulated Butt Connectors 
Window Type 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Copper strip 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

Insulated Heat Shrinkable Butt Connectors 
Waterproof 
Maximum electrical rating: 600  VOLTS MAX. 

Shrink Temperature:  150 °C   

Operating Temperature:  10 °C ~ 105 °C 

Terminal material:  Copper tube 

Plating:    Electro tin plated 

Insulation material:  Heat Shrinkable Tube 

Wire Range Part Nr. L d D MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFVP 1.25 18,0 1,7 4,1 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

18,0 1000 BFVP 2 2,3 4,5 

12~10 AWG 
пϤс ƳƳч 

BFVP 5.5 21,0 3,6 6,5 1000 

PVC Insulated Parallel Connectors 
Standard 
Maximum electrical rating : 600  VOLTS MAX. 

Maximum Temperature  : 75 °C   

Terminal material  : Copper tube 

Plating    : Electro tin plated 

Insulation material  : Vinyl (PVC) 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

BFVDF 1.25-110A5 0,5*2,8 
3,2 6,4 18,5 

10,0 4,0 1,7 1000 

BFVDF 1.25-110A8 0,8*2,8 

BFVDF 1.25-187A5 0,5*4,8 
5,0 6,5 19,0 

BFVDF 1.25-187A8 0,8*4,8 

BFVDF 1.25-250A 0,8*6,4 6,6 7,9 21,0 

BFVDF 1.25-305A 0,8*8,0 8,4 10,0 24,0 

16~14 AWG 

1.5~2.5 mmĮ 

BFVDF 2-110A5 0,5*2,8 
3,2 6,4 18,5 

4,5 2,3 1000 10,0 

BFVDF 2-110A8 0,8*2,8 

BFVDF 2-187A5 0,5*4,8 
5,0 6,5 19,0 

BFVDF 2-187A8 0,8*4,8 

BFVDF 2-250A 0,8*6,4 6,6 7,9 21,0 

BFVDF 2-305A 0,8*8,0 8,4 10,0 24,0 

BFVDF 2-375A 1,2*9,5 9,9 12,5 26,0 

12~10 AWG 
4~6 mmĮ 

BFVDF 5.5-250A 0,8*6,4 6,6 7,9 23,5 
12,5 5,5 3,4 1000 

BFVDF 5.5-375A 1,2*9,5 9,9 12,5 28,5 

PVC Insulated Female Disconnectors 
Standard  
Maximum electrical rating: : 300  VOLTS MAX. 

Maximum Temperature:  : 75 °C   

Terminal material:  : Brass 

Plating:    : Electro tin plated 

Insulation material:  : Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

BFVDDF 1.25-110A5 0,5*2,8 
3,2 6,4 18,5 

10,0 4,3 1,7 1000 

BFVDDF 1.25-110A8 0,8*2,8 

BFVDDF 1.25-187A5 0,5*4,8 
5,0 6,5 19,0 

BFVDDF 1.25-187A8 0,8*4,8 

BFVDDF 1.25-250A 0,8*6,4 6,6 7,9 21,0 

BFVDDF 1.25-305A 0,8*8,0 8,4 10,0 24,0 

16~14 AWG 

1.5~2.5 mmĮ 

BFVDDF 2-110A5 0,5*2,8 
3,2 6,4 18,5 

5,0 2,3 1000 10,0   

BFVDDF 2-110A8 0,8*2,8 

BFVDDF 2-187A5 0,5*4,8 
5,0 6,5 19,0 

BFVDDF 2-187A8 0,8*4,8 

BFVDDF 2-250A 0,8*6,4 6,6 7,9 21,0 

AF-2508-FL 0,8*8,0 8,4 10,0 24,0 

BFVDDF 2-375A 1,2*9,5 9,9 12,5 26,0 

12~10 AWG 
4~6 mmĮ 

BFVDDF 5.5-250A 0,8*6,4 6,6 7,9 23,5 
12,5 6,5 3,4 1000 

BFVDDF 5.5-375A 1,2*9,5 9,9 12,5 28,5 

PVC Insulated Female Disconnectors 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

EFVDDF 1.25-110A5 0,5*2,8 
3,2 6,4 18,5 

10,0 4,3 1,7 1000 

EFVDDF 1.25-110A8 0,8*2,8 

EFVDDF 1.25-187A5 0,5*4,8 
5,0 6,5 19,0 

EFVDDF 1.25-187A8 0,8*4,8 

EFVDDF 1.25-250A 0,8*6,4 6,6 7,9 21,0 

EFVDDF 1.25-305A 0,8*8,0 8,4 10,0 24,0 

16~14 AWG 

1.5~2.5 mmĮ 

EFVDDF 2-110A5 0,5*2,8 
3,2 6,4 18,5 

5,0 2,3 1000 10,0 

EFVDDF 2-110A8 0,8*2,8 

EFVDDF 2-187A5 0,5*4,8 
5,0 6,5 19,0 

EFVDDF 2-187A8 0,8*4,8 

EFVDDF 2-250A 0,8*6,4 6,6 7,9 21,0 

EF-2508-FL 0,8*8,0 8,4 10,0 24,0 

12~10 AWG 
4~6 mmĮ 

EFVDDF 5.5-250A 0,8*6,4 6,6 7,9 23,5 
12,5 6,5 3,4 1000 

EFVDDF 5.5-375A 1,2*9,5 9,9 12,5 28,5 

PVC Insulated Female Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

BLVDF 1.25-110A5 0,5*2,8 
3,2 6,4 

10,0 4,0 1,7 1000 
19,5  

BLVDF 1.25-110A8 0,8*2,8 

BLVDF 1.25-187A5 0,5*4,8 
5,0 6,5 

BLVDF 1.25-187A8 0,8*4,8 

BLVDF 1.25-250A 0,8*6,4 6,6 7,9 22,0 

16~14 AWG 

1.5~2.5 mmĮ 

BLVDF 2-110A5 0,5*2,8 
3,2 6,4 19,5 

10,0 4,5 2,3 1000 

BLVDF 2-110A8 0,8*2,8 

BLVDF 2-187A5 0,5*4,8 
5,0 6,5 21,0 

BLVDF 2-187A8 0,8*4,8 

BLVDF 2-250A 0,8*6,4 6,6 7,9 22,0 

12~10 AWG 
4~6 mmĮ 

BLVDF 5.5-250A 0,8*6,4 6,6 7,9 25,0 
13,0 5,5 3,4 1000 

BLVDF 5.5-375A 1,2*9,5 9,9 12,5 29,0 

PVC Fully Insulated Female Disconnectors 
Standard 
Maximum electrical rating: : 300  VOLTS MAX. 

Maximum Temperature:  : 75 °C   

Terminal material:  : Brass 

Plating:    : Electro tin plated 

Insulation material:  : Vinyl (PVC) 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

BLVDDF 1.25-110A5 0,5*2,8 
3,2 6,4 19,0 

10,0 4,3 1,7 1000 

BLVDDF 1.25-110A8 0,8*2,8 

BLVDDF 1.25-187A5 0,5*4,8 
5,0 6,5 20,0 

BLVDDF 1.25-187A8 0,8*4,8 

BOVDDF 1.25-250A 0,8*6,4 6,6 7,9 22,0 

16~14 AWG 

1.5~2.5 mmĮ 

BLVDDF 2-110A5 0,5*2,8 
3,2 6,4 19,0 

10,0 5,0 2,3 1000 

BLVDDF 2-110A8 0,8*2,8 

BLVDDF 2-187A5 0,5*4,8 
5,0 6,5 20,0 

BLVDDF 2-187A8 0,8*4,8 

BOVDDF 2-250A 0,8*6,4 6,6 7,9 22,0 

12~10 AWG 
4~6 mmĮ 

BOVDDF 5.5-250A 0,8*6,4 6,6 7,9 25,0 
13,0 6,5 3,4 1000 

BLVDDF 5.5-375A 1,2*9,5 9,9 12,5 29,5 

PVC Fully Insulated Female Disconnectors 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 

Square PVC Fully Insulated Female Disconnectors 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

BLVDDF 1.25-250A 0,8*6,4 6,6 7,9 21,5 10,0 4,3 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

BLVDDF 2-250A 0,8*6,4 6,6 7,9 21,5 10,0 5,0 2,3 1000 

12~10 AWG 
4~6 mmĮ 

BLVDDF 5.5-250A 0,8*6,4 6,6 7,9 24,5 13,0 6,5 3,4 1000 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

ELVDDF 1.25-110A5 0.5*2.8 
3,2 6,4 19,0 

10,0 4,3 1,7 1000 

ELVDDF 1.25-110A8 0.8*2.8 

ELVDDF 1.25-187A5 0.5*4.8 
5,0 6,5 20,0 

ELVDDF 1.25-187A8 0.8*4.8 

EOVDDF 1.25-250A 0.8*6.4 6,6 7,9 22,0 

16~14 AWG 

1.5~2.5 mmĮ 

ELVDDF 2-110A5 0.5*2.8 
3,2 6,4 19,0 

10,0 5,0 2,3 1000 

ELVDDF 2-110A8 0.8*2.8 

ELVDDF 2-187A5 0.5*4.8 
5,0 6,5 20,0 

ELVDDF 2-187A8 0.8*4.8 

EOVDDF 2-250A 0.8*6.4 6,6 7,9 22,0 

12~10 AWG 
4~6 mmĮ 

EOVDDF 5.5-250A 0.8*6.4 6,6 7,9 25,0 
13,0 6,5 3,4 1000 

ELVDDF 5.5-375A 1.2*9.5 9,9 12,5 29,5 

PVC Fully Insulated Female Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Square PVC Fully Insulated Female Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

ELVDDF 1.25-250A 0.8*6.4 6,6 7,9 21,5 10,0 4,3 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

ELVDDF 2-250A 0.8*6.4 6,6 7,9 21,5 10,0 5,0 2,3 1000 

12~10 AWG 
4~6 mmĮ 

ELVDDF 5.5-250A 0.8*6.4 6,6 7,9 24,5 13,0 6,5 3,4 1000 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

EFNDF 1.25-110A5 0,5*2,8 
3,2 6,4 19,5 

11,0 4,1 1,7 1000 

EFNDF 1.25-110A8 0,8*2,8 

EFNDF 1.25-187A5 0,5*4,8 
5,0 6,5 20,0 

EFNDF 1.25-187A8 0,8*4,8 

EFNDF 1.25-250A 0,8*6,4 6,6 7,9 22,0 

EFNDF 1.25-305A 0,8*8,0 8,4 10,0 25,0 

16~14 AWG 

1.5~2.5 mmĮ 

EFNDF 2-110A5 0,5*2,8 
3,2 6,4 19,5 

11,0 4,8 2,3 1000 

EFNDF 2-110A8 0,8*2,8 

EFNDF 2-187A5 0,5*4,8 
5,0 6,5 20,0 

EFNDF 2-187A8 0,8*4,8 

EFNDF 2-250A 0,8*6,4 6,6 7,9 22,0 

EFNDF 2-305A 0,8*8,0 8,4 10,0 25,0 

12~10 AWG 
4~6 mmĮ 

EFNDF 5.5-250A 0,8*6,4 6,6 7,9 24,0 
13,0 6,5 3,4 1000 

EFNDF 5.5-375A 1,2*9,5 9,9 12,5 29,0 

Nylon Insulated Female Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

EFNDDF 1.25-110A5 0,5*2,8 
3,2 6,4 19,5 

11,0 4,1 1,7 1000 

EFNDDF 1.25-110A8 0,8*2,8 

EFNDDF 1.25-187A5 0,5*4,8 
5,0 6,5 20,0 

EFNDDF 1.25-187A8 0,8*4,8 

EFNDDF 1.25-250A 0,8*6,4 6,6 7,9 22,0 

EFNDDF 1.25-305A 0,8*8,0 8,4 10,0 25,0 

16~14 AWG 

1.5~2.5 mmĮ 

EFNDDF 2-110A5 0,5*2,8 
3,2 6,4 19,5 

11,0 4,8 2,3 1000 

EFNDDF 2-110A8 0,8*2,8 

EFNDDF 2-187A5 0,5*4,8 
5,0 6,5 20,0 

EFNDDF 2-187A8 0,8*4,8 

EFNDDF 2-250A 0,8*6,4 6,6 7,9 22,0 

EFNDDF 2-305A 0,8*8,0 8,4 10,0 25,0 

12~10 AWG 
4~6 mmĮ 

EFNDDF 5.5-250A 0,8*6,4 6,6 7,9 24,0 
13,0 6,5 3,4 1000 

EFNDDF 5.5-375A 1,2*9,5 9,9 12,5 29,0 

Nylon Insulated Female Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

ELNDF 1.25-110A5 0,5*2,8 
3,2 6,4 19,5 10,5 4,2 

1000 
1,7 

ELNDF 1.25-110A8 0,8*2,8 1000 

ELNDF 1.25-250AQ 0,8*6,4 6,6 7,9 22,0 11,0 4,2 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

ELNDF 2-250AQ 0,8*6,4 6,6 7,9 22,0 11,0 4,9 2,3 1000 

Square Nylon Fully Insulated Female Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

ELNDDF 1.25-110A5 0,5*2,8 
3,2 6,4 19,5 10,5 4,2 

1000 
1,7 

ELNDDF 1.25-110A8 0,8*2,8 1000 

ELNDDF 1.25-250AQ 0,8*6,4 6,6 7,9 22,0 11,0 4,2 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

ELNDDF 2-250AQ 0,8*6,4 6,6 7,9 22,0 11,0 4,9 2,3 1000 

Square Nylon Fully Insulated Female Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

ELNDF 1.25-187A5 0,5*4,8 
5,0 6,4 20,0 10,5 4,2 1,7 

1000 

ELNDF 1.25-187A8 0,8*4,8 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

ELNDF 2-187A5 0,5*4,8 
5,0 6,4 20,0 10,5 4,9 

1000 
2,3 

ELNDF 2-187A8 0,8*4,8 1000 

Nylon Fully Insulated Female Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Nylon Fully Insulated Female Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ  

ELNDFF 1.25-187A8 0,8*4,8 5,0 6,6 15,0 13,2 4,5 1,7 1000 

ELNDFF 1.25-250A 0,8*6,4 6,6 7,9 16,1 15,0 4,5 1,7 1000 

ELNDFF 2-187A8 0,8*4,8 5,0 6,6 15,2 13,3 5,0 2,3 1000 
16~14 AWG 
1.5~2.5 mmĮ 

ELNDFF 2-250A 0,8*6,4 6,6 7,9 16,1 15,0 5,0 2,3 1000 

Nylon Insulated Flag Terminals 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

ELNDDF 1.25-187A5 0,5*4,8 
5,0 6,4 20,0 10,5 4,2 1,7 

1000 

ELNDDF 1.25-187A8 0,8*4,8 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

ELNDDF 2-187A5 0,5*4,8 
5,0 6,4 20,0 10,5 4,9 

1000 
2,3 

ELNDDF 2-187A8 0,8*4,8 1000 
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Type Wire Range Part Nr. Tab B F L E D d1 MOQ 

Female 

22~16 AWG 
0.5~1.5 mmĮ 

ELNDF 1.25-250A 

0,8*6,4 6,6 7,9 
22,0 10,5 

4,2 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

ELNDF 2-250A 4,9 2,3 1000 

12~10 AWG 
4~6 mmĮ 

ELNDF 5.5-250A 24,5 13,0 6,5 3,4 1000 

22~16 AWG 
0.5~1.5 mmĮ 

ELNDM 1.25-250A 

0,8*6,4 6,4 7,9 
23,5 10,5 

4,2 1,7 1000 

Male 
16~14 AWG 
1.5~2.5 mmĮ 

ELNDM 2-250A 4,9 2,3 1000 

12~10 AWG 
4~6 mmĮ 

ELNDM 5.5-250A 27,0 13,0 6,5 3,4 1000 

Nylon Fully Insulated Female & Male Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Type Wire Range Part Nr. Tab B F L E D d1 MOQ 

Female 

22~16 AWG 
лΦрϤмΦр ƳƳч 

ELNDDF 1.25-250A 

0,8*6,4 6,6 7,9 
22,0 10,5 

4,2 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

ELNDDF 2-250A 4,9 2,3 1000 

12~10 AWG 
пϤс ƳƳч 

ELNDDF 5.5-250A 24,5 13,0 6,5 3,4 1000 

22~16 AWG 
лΦрϤмΦр ƳƳч 

ELNDDM 1.25-250A 

0,8*6,4 6,4 7,9 
23,5 10,5 

4,2 1,7 1000 

Male 
16~14 AWG 
мΦрϤнΦр ƳƳч 

ELNDDM 2-250A 4,9 2,3 1000 

12~10 AWG 
пϤс ƳƳч 

ELNDDM 5.5-250A 27,0 13,0 6,5 3,4 1000 

Nylon Fully Insulated Female & Male Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 
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Nylon Fully Insulated Female & Male Disc. 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Type Wire Range Part Nr. Tab B F L E D d1 MOQ 

Female 

22~16 AWG 
0.5~1.5 mmĮ 

481638 

0,8*6,4 6,6 7,9 
22,0 10,5 

4,0 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

485638 4,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

489638 24,0 12,5 6,5 3,4 1000 

22~16 AWG 
0.5~1.5 mmĮ 

281638 

0,8*6,4 6,4 7,9 
24,0 10,5 

4,0 1,7 1000 Male 
Counterpart of: 

16~14 AWG 
1.5~2.5 mmĮ 

285638 4,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

289638 26,5 12,5 6,5 3,4 1000 

Insulated Heat Shrinkable Female Disconnectors 
Waterproof 
Maximum electrical rating: 300  VOLTS MAX. 

Shrink Temperature:  150 °C   

Operating Temperature:  10 °C ~ 105 °C 

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Heat Shrinkable Tube 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

SF 1.25-250ASARA 0,8*6,4 6,6 7,9 36,0 26,5 4,5 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

SF 2-250ASARA 0,8*6,4 6,6 7,9 36,0 26,5 5,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

SF 5.5-250ASARA 0,8*6,4 6,6 7,9 36,0 26,5 7,5 3,4 1000 

Fully Insulated Heat Shrinkable Female Disconnectors 
Waterproof 
Maximum electrical rating: 300  VOLTS MAX. 

Shrink Temperature:  150 °C   

Operating Temperature:  10 °C ~ 105 °C 

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Heat Shrinkable Tube 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

SF 1.25-250A 0,8*6,4 6,6 7,9 28,0 18,0 7,5 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

SF 2-250A 0,8*6,4 6,6 7,9 28,0 18,0 7,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

SF 5.5-250A 0,8*6,4 6,6 7,9 28,0 18,0 7,5 3,4 1000 
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PVC Insulated Male Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

PVC Insulated Male Disconnectors 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

BFVDM 1.25-110A5 0.5*2.8 
2,8 

7,0 19,2 

10,0 4,0 1,7 1000 

BFVDM 1.25-110A8 0.8*2.8 7,8 20,5 

BFVDM 1.25-187A5 0.5*4.8 
4,8 

7,0 19,2 

BFVDM 1.25-187A8 0.8*4.8 20,5 
7,8 

BFVDM 1.25-250 0.8*6.4 6,4 21,2 

16~14 AWG 

1.5~2.5 mmĮ 

BFVDM 2-110A5 0.5*2.8 
2,8 

7,0 19,2 

10,0 4,5 2,3 1000 

BFVDM 2-110A8 0.8*2.8 7,8 20,5 

BFVDM 2-187A5 0.5*4.8 
4,8 

7,0 19,2 

BFVDM 2-187A8 0.8*4.8 
7,8 

20,5 

BFVDM 2-250 0.8*6.4 6,4 21,2 

12~10 AWG 
4~6 mmĮ 

BFVDM 5.5-250 0.8*6.4 6,4 7,8 23,2 12,5 5,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

BFVDDM 1.25-110A5 0.5*2.8 
2,8 

7,0 19,2 

10,0 4,3 1,7 1000 

BFVDDM 1.25-110A8 0.8*2.8 7,8 20,5 

BFVDDM 1.25-187A5 0.5*4.8 
4,8 

7,0 19,2 

BFVDDM 1.25-187A8 0.8*4.8 20,5 
7,8 

BFVDDM 1.25-250 0.8*6.4 6,4 21,2 

16~14 AWG 

1.5~2.5 mmĮ 

BFVDDM 2-110A5 0.5*2.8 
2,8 

7,0 19,2 

10,0 5,0 2,3 1000 

BFVDDM 2-110A8 0.8*2.8 7,8 20,5 

BFVDDM 2-187A5 0.5*4.8 
4,8 

7,0 19,2 

BFVDDM 2-187A8 0.8*4.8 
7,8 

20,5 

BFVDDM 2-250 0.8*6.4 6,4 21,2 

12~10 AWG 
4~6 mmĮ 

BFVDDM 5.5-250 0.8*6.4 6,4 7,8 23,7 12,5 6,5 3,4 1000 
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PVC Insulated Male Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Nylon Insulated Male Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

EFVDDM 1.25-110A5 0.5*2.8 
2,8 

7,0 19,2 

10,0 4,3 1,7 1000 

EFVDDM 1.25-110A8 0.8*2.8 7,8 20,5 

EFVDDM 1.25-187A5 0.5*4.8 
4,8 

7,0 19,2 

EFVDDM 1.25-187A8 0.8*4.8 20,5 
7,8 

EFVDDM 125-250 0.8*6.4 6,4 21,2 

16~14 AWG 

1.5~2.5 mmĮ 

EFVDDM 2-110A5 0.5*2.8 
2,8 

7,0 19,2 

10,0 5,0 2,3 1000 

EFVDDM 2-110A8 0.8*2.8 7,8 20,5 

EFVDDM 2-187A5 0.5*4.8 
4,8 

7,0 19,2 

EFVDDM 2-187A8 0.8*4.8 
7,8 

20,5 

EFVDDM 2-250 0.8*6.4 6,4 21,2 

12~10 AWG 
4~6 mmĮ 

EFVDDM 5.5-250 0.8*6.4 6,4 7,8 23,7 12,5 6,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

EFNDM 1.25-110A5 0.5*2.8 
2,8 

7,0 20,2 

11,0 4,1 1,7 1000 

EFNDM 1.25-110A8 0.8*2.8 7,8 21,5 

EFNDM 1.25-187A5 0.5*4.8 
4,8 

7,0 20,2 

EFNDM 1.25-187A8 0.8*4.8 21,5 
7,8 

EFNDM 125-250 0.8*6.4 6,4 22,2 

16~14 AWG 

1.5~2.5 mmĮ 

EFNDM 2-110A5 0.5*2.8 
2,8 

7,0 20,2 

11,0 4,5 2,3 1000 

EFNDM 2-110A8 0.8*2.8 7,8 21,5 

EFNDM 2-187A5 0.5*4.8 
4,8 

7,0 20,2 

EFNDM 2-187A8 0.8*4.8 
7,8 

21,5 

EFNDM 2-250 0.8*6.4 6,4 22,2 

12~10 AWG 
4~6 mmĮ 

EFNDM 5.5-250 0.8*6.4 6,4 7,8 24,2 13,0 6,5 3,4 1000 
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Nylon Insulated Male Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

Insulated Heat Shrinkable Male Disconnectors 
Waterproof 
Maximum electrical rating: 300  VOLTS MAX. 

Shrink Temperature:  150 °C   

Operating Temperature:  10 °C ~ 105 °C 

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Heat Shrinkable Tube 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 

0.5~1.5 mmĮ 

EFNDDM 1.25-110A5 0.5*2.8 
2,8 

7,0 20,2 

11,0 4,1 1,7 1000 

EFNDDM 1.25-110A8 0.8*2.8 7,8 21,5 

EFNDDM 1.25-187A5 0.5*4.8 
4,8 

7,0 20,2 

EFNDDM 1.25-187A8 0.8*4.8 21,5 
7,8 

EFNDDM 125-250 0.8*6.4 6,4 22,2 

16~14 AWG 

1.5~2.5 mmĮ 

EFNDDM 2-110A5 0.5*2.8 
2,8 

7,0 20,2 

11,0 4,8 2,3 1000 

EFNDDM 2-110A8 0.8*2.8 7,8 21,5 

EFNDDM 2-187A5 0.5*4.8 
4,8 

7,0 20,2 

EFNDDM 2-187A8 0.8*4.8 
7,8 

21,5 

EFNDDM 2-250 0.8*6.4 6,4 22,2 

12~10 AWG 
4~6 mmĮ 

EFNDDM 5.5-250 0.8*6.4 6,4 7,8 24,2 13,0 6,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

SM 1.25-250 

0.8*6.4 6,6 7,9 36,0 

4,5 1,7 1000 

26,5 
16~14 AWG 
1.5~2.5 mmĮ 

SM 2-250 5,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

SM 5.5-250 7,5 3,4 1000 
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PVC Insulated Piggy-Back Connectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

 

PVC Insulated Piggy-Back Connectors 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 

PVC Insulated Piggy-Back Connectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

BFVDFM 1.25-250A 

0.8*6.4 6.6 8.0 
21,0 

4 1,7 1000 

10,0 
6.4 8.2 

16~14 AWG 
1.5~2.5 mmĮ 

BFVDFM 2-250B 4,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

BFVDFM 5.5-250A 23,5 12,5 5,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

BFVDDFM 1.25-250A 

0.8*6.4 6.6 8.0 
21,0 

4,3 1,7 1000 

10,0 
6.4 8.2 

16~14 AWG 
1.5~2.5 mmĮ 

BFVDDFM 2-250B 5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

BFVDDFM 5.5-250A 23,5 12,5 6,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

EFVDDFM 1.25-250A 

0.8*6.4 6.6 8.0 
21,0 

4,3 1,7 1000 

10,0 
6.4 8.2 

16~14 AWG 
1.5~2.5 mmĮ 

EFVDDFM 2-250B 5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

EFVDDFM 5.5-250A 23,5 12,5 6,5 3,4 1000 
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PVC Fully Insulated Piggy-Back Connectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

 

PVC Fully Insulated Piggy-Back Connectors 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Vinyl (PVC) 

PVC Fully Insulated Piggy-Back Connectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

BLVDFM 1.25-250A 

0.8*6.4 6.6 8.0 
22,0 

4 1,7 1000 

10,0 
6.4 8.2 

16~14 AWG 
1.5~2.5 mmĮ 

BLVDFM 2-250B 4,5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

BLVDFM 5.5-250A 25,0 13,0 5,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

BLVDDFM 1.25-250A 

0.8*6.4 6.6 8.0 
22,0 

4,3 1,7 1000 

10,0 
6.4 8.2 

16~14 AWG 
1.5~2.5 mmĮ 

BLVDDFM 2-250B 5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

BLVDDFM 5.5-250A 25,0 13,0 6,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

ELVDDFM 1.25-250A 

0.8*6.4 6.6 8.0 
22,0 

4,3 1,7 1000 

10,0 
6.4 8.2 

16~14 AWG 
1.5~2.5 mmĮ 

ELVDDFM 2-250B 5 2,3 1000 

12~10 AWG 
4~6 mmĮ 

ELVDDFM 5.5-250A 25,0 13,0 6,5 3,4 1000 
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Nylon Insulated Piggy-Back Connectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

 

Nylon Insulated Piggy-Back Connectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

EFNDFM 1.25-250A 

0.8*6.4 6,6 8,0 
22,0 

4,1 1,7 1000 

11,0 
6,4 8,2 

16~14 AWG 
1.5~2.5 mmĮ 

EFNDFM 2-250B 4,8 2,3 1000 

12~10 AWG 
4~6 mmĮ 

EFNDFM 5.5-250A 24,0 13,0 6,5 3,4 1000 

Wire Range Part Nr. Tab B F L E D d1 MOQ B1 F1 

22~16 AWG 
0.5~1.5 mmĮ 

EFNDDFM 1.25-250A 

0.8*6.4 6,6 8,0 
22,0 

4,1 1,7 1000 

11,0 
6,4 8,2 

16~14 AWG 
1.5~2.5 mmĮ 

EFNDDFM 2-250B 4,8 2,3 1000 

12~10 AWG 
4~6 mmĮ 

EFNDDFM 5.5-250A 24,0 13,0 6,5 3,4 1000 
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PVC Fully Insulated Receptacle Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BCVGF 1.25-5 
4,0 

9,0 
22,0 11,0 

4,0 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BCVGF 2-5 
4,5 1000 2,3 

BCVGF 2-7 
5,0 

12~10 AWG 
пϤс ƳƳч 

BCVGF 5.5-7 25,5 12,5 5,5 3,4 1000 

PVC Insulated Bullet Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) 

 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFVGM 1.25-5 
4,0 

8,5 
21,0 10,0 

4,0 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BFVGM 2-5 
4,5 1000 2,3 

BFVGM 2-7 
5,0 

12~10 AWG 
пϤс ƳƳч 

BFVGM 5.5-7 23,0 12,5 5,5 3,4 1000 

In
su

la
te

d 
T

e
rm

in
a

ls 



49 

PVC Fully Insulated Receptacle Disconnectors 
Extra Copper Sleeve 
Maximum electrical rating : 300  VOLTS MAX. 

Maximum Temperature  : 75 °C   

Terminal material  : Brass 

Plating    : Electro tin plated 

Reinforcement sleeve  : D type sleeve 

Insulation material  : Vinyl (PVC) 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BCVDGF 1.25-5 
4,0 

9,0 
22,5 11,0 

4,3 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BCVDGF 2-5 
5,0 1000 2,3 

BCVDGF 2-7 
5,0 

12~10 AWG 
пϤс ƳƳч 

AF-4605-HO 25,0 13,0 6,5 3,4 1000 

PVC Insulated Bullet Disconnectors 
Extra Copper Sleeve 
Maximum electrical rating : 300  VOLTS MAX. 

Maximum Temperature  : 75 °C   

Terminal material  : Brass 

Plating    : Electro tin plated 

Reinforcement sleeve  : D type sleeve 

Insulation material  : Vinyl (PVC) 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFVDGM 1.25-5 
4,0 

8,5 
21,0 10,0 

4,3 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BFVDGM 2-5 
5,0 1000 2,3 

BFVDGM 2-7 
5,0 

12~10 AWG 
пϤс ƳƳч 

AF-4605-HA 23,5 13,0 6,5 3,4 1000 
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PVC Fully Insulated Receptacle Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

ECVDGF 1.25-5 
4,0 

9,0 
22,5 11,0 

4,3 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

ECVDGF 2-5 
5,0 1000 2,3 

ECVDGF 2-7 
5,0 

12~10 AWG 
4~6 mmĮ 

EF-4605-HO 25,0 13,0 6,5 3,4 1000 

PVC Insulated Bullet Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  75 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Vinyl (PVC) 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

EFVDGM 1.25-5 
4,0 

8,5 
21,0 10,0 

4,3 1,7 1000 

16~14 AWG 
1.5~2.5 mmĮ 

EFVDGM 2-5 
5,0 1000 2,3 

EFVDGM 2-7 
5,0 

12~10 AWG 
4~6 mmĮ 

EF-4605-HA 23,5 13,0 6,5 3,4 1000 
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Nylon Fully Insulated Receptacle Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

ECNGF 1.25-5 
4,0 

9,0 

25,2 
4,2 1,7 1000 

11,0 

16~14 AWG 
1.5~2.5 mmĮ 

ECNGF 2-5 
4,9 2,3 1000 

ECNGF 2-7 
5,0 

23,0 10,5 

12~10 AWG 
4~6 mmĮ 

ECNGF 5.5-7 25,5 13,0 6,5 3,4 1000 

Nylon Fully Insulated Bullet Disconnectors 
Standard 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Insulation material:  Funnel Entry Nylon 

 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
0.5~1.5 mmĮ 

ELNGM 1.25-5 
4,0 10,5 26,5 

4,2 1,7 1000 
10,0 

16~14 AWG 
1.5~2.5 mmĮ 

ELNGM 2-5 
4,9 2,3 1000 

ELNGM 2-7 
5,0 10,0 

23,5 10,5 

12~10 AWG 
4~6 mmĮ 

ELNGM 5.5-7 26,0 13,0 6,5 3,4 1000 
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Nylon Fully Insulated Receptacle Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

Nylon Fully Insulated Bullet Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

ECNDGF 1.25-5 
4,0 

9,0 

25,2 
4,2 1,7 1000 

11,0 

16~14 AWG 
мΦрϤнΦр ƳƳч 

ECNDGF 2-5 
4,9 2,3 1000 

ECNDGF 2-7 
5,0 

23,0 10,5 

12~10 AWG 
пϤс ƳƳч 

ECNDGF 5.5-7 25,5 13,0 6,5 3,4 1000 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

ELNDGM 1.25-5 
4,0 10,5 26,5 

4,2 1,7 1000 
10,0 

16~14 AWG 
мΦрϤнΦр ƳƳч 

ELNDGM 2-5 
4,9 2,3 1000 

ELNDGM 2-7 
5,0 10,0 

23,5 10,5 

12~10 AWG 
пϤс ƳƳч 

ELNDGM 5.5-7 26,0 13,0 6,5 3,4 1000 
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Nylon Fully Insulated Bullet & Receptacle Disc. 
Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  D type sleeve 

Insulation material:  Nylon 

Wire Range Part Nr. B F L E D d1 MOQ 

BCNDGF 0.5-2 2,0 10,0 24,0 11,0 1,6 3,5 
1000 

22~18 AWG 
лΦрϤлΦтр ƳƳч 

BLNDGM 0.5-2 2,0 12,3 26,5 11,0 1,6 3,5 

Nylon Insulated Bullet Disconnectors 
Easy Entry Extra Copper Sleeve 
Maximum electrical rating: 300  VOLTS MAX. 

Maximum Temperature:  105 °C   

Terminal material:  Brass 

Plating:    Electro tin plated 

Reinforcement sleeve:  C type sleeve 

Insulation material:  Nylon 

Wire Range Part Nr. B F L E D d1 MOQ 

22~16 AWG 
лΦрϤмΦр ƳƳч 

EFNDGM 1.25-5 
4,0 

8,5 
22,0 

4,2 1,7 1000 

11,0 
16~14 AWG 
мΦрϤнΦр ƳƳч 

EFNDGM 2-5 
4,9 2,3 1000 

EFNDGM 2-7 
5,0 

12~10 AWG 
пϤс ƳƳч 

EFNDGM 5.5-7 23,5 13,0 6,5 3,4 1000 
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Insulated 3 Way Ring terminals 
PVC / Nylon 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C  (Vinyl) / 105°C (Nylon) 

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) / Nylon 

Insulated 4 Way Ring terminals 
PVC / Nylon 
Maximum electrical rating: 600  VOLTS MAX. 

Maximum Temperature:  75 °C  (Vinyl) / 105°C (Nylon) 

Terminal material:  Copper 

Plating:    Electro tin plated 

Insulation material:  Vinyl (PVC) / Nylon 

Insulation Wire Range Part Nr. d2 F E D d1 MOQ 

PVC 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFV 1.25-4W3 4,3 7,0 10,0 4,1 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BFV 2-4W3 4,3 7,8 10,0 4,5 2,3 1000 

12~10 AWG 
пϤс ƳƳч 

BFV 5.5-4W3 4,3 8,3 12,5 6,5 3,4 1000 

22~16 AWG 
лΦрϤмΦр ƳƳч 

EFN 1.25-4W3 4,3 7,0 11,0 4,1 1,7 1000 

Nylon 
16~14 AWG 
мΦрϤнΦр ƳƳч 

EFN 2-4W3 4,3 7,8 11,0 4,5 2,3 1000 

12~10 AWG 
пϤс ƳƳч 

EFN 5.5-4W3 4,3 8,3 13,0 6,5 3,4 1000 

Insulation Wire Range Part Nr. d2 F E D d1 MOQ 

PVC 

22~16 AWG 
лΦрϤмΦр ƳƳч 

BFV 1.25-4W4 4,3 7,0 10,0 4,1 1,7 1000 

16~14 AWG 
мΦрϤнΦр ƳƳч 

BFV 2-4W4 4,3 7,8 10,0 4,5 2,3 1000 

12~10 AWG 
пϤс ƳƳч 

BFV 5.5-4W4 4,3 8,3 12,5 6,5 3,4 1000 

22~16 AWG 
лΦрϤмΦр ƳƳч 

EFN 1.25-4W4 4,3 7,0 11,0 4,1 1,7 1000 

Nylon 
16~14 AWG 
мΦрϤнΦр ƳƳч 

EFN 2-4W4 4,3 7,8 11,0 4,5 2,3 1000 

12~10 AWG 
пϤс ƳƳч 

EFN 5.5-4W4 4,3 8,3 13,0 6,5 3,4 1000 
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